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CORRECTION
Correction to: Electro‑optic sensor for static fields
J. O. Grasdijk1,2,6 · X. F. Bai1,2 · I. Engin5 · K. Jungmann1,2  · H. J. Krause5 · B. Niederländer4 · A. Offenhäuser5 · 
M. Repetto4 · L. Willmann1,2 · S. Zimmer3,4
Published online: 17 December 2019 
© Springer-Verlag GmbH Germany, part of Springer Nature 2019
Correction to:  Applied Physics B (2019) 125:212  
https ://doi.org/10.1007/s0034 0-019-7326-5
The article “Electro-optic sensor for static fields”, written 
by “J. O. Grasdijk, X. F. Bai, I. Engin, K. Jungmann, H. J. 
Krause, B. Niederländer, A. Off enhäuser, M. Repetto, L. 
Willmann, S. Zimmer”, was published incorrectly with Open 
Access under the terms of the Creative Commons Attribu-
tion Noncommercial 4.0 International License.
Correct is that the article is distributed under the terms 
of the Creative Commons Attribution 4.0 International 
License (http://creat iveco mmons .org/licen ses/by/4.0/), 
which permits use, duplication, adaptation, distribution and 
reproduction in any medium or format, as long as you give 
appropriate credit to the original author(s) and the source, 
provide a link to the Creative Commons license, and indicate 
if changes were made.
The original article has been corrected.
The original article can be found online at https ://doi.org/10.1007/
s0034 0-019-7326-5.
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